
 

 
 
 
 
 
 
 
 
 
 
 

                        Iseo Deutschland GmbH 
                                                    Wiesestr. 190 
                                                  D-07548 Gera 
 
 

                                                      for the product 

                            Profile cylinder 
                                                DIN 18252-42-BZ 

 

                                              DIN EN 1303:2005-04 

1 6 0 0 0 C 6 2 
* The certification applies the mechanical part of the cylinder 

 

                                             with the product name 
                         Electronic locking cylinder CSF F 9000 
 

                                                                                                      in the version 
                        Double profile-, half profile-, knob-type cylinder,  
                     profile cylinder with emergency mode of operation,  
                    central locking systems, master-key locking systems 

 

                                      manufactured in the production plant 
                                              Iseo Deutschland GmbH 
                                                     Wiesestr. 190 
                                                   D-07548 Gera 
 

is in conformity with DIN 18252:2006-12 / DIN EN 1303:2005-04 
+ certification program Z0005 PIV CERT 

and that the product is entitled to bear the symbol 
 
                                                   
 
 
 
                                                   in conjunction with the 

 registration number 8V46  
           

PIV CERT Zertifizierungsvereinigung 
Wallstraße 41, D-42551 Velbert 
 
This certificate is based on the Test Report No. 8-3/06 and the expert´s report 8-3/11 
by PIV as well as the test report STM 10505 by VDS. First issue.  
This certificate is valid for 5 years.  
Conditions as described in the certification program. 

 R. Ehle, Dipl.-Ing. 
 Director of the Certification Office 
 24. January 2011 


